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Bid Results for 

 One (1) Pavement Router 

4/18/2017 

       Vendor:   Sherwin Industries 

       Location:  Milwaukee 

 

       Make:   Crafco 

       Model:   30 w/Dust Control 

       Year:   2017 

 
          Meets Specifications     

          Yes No Deviations   

 

General: 

 The asphalt router shall be the manufacturers current production  X  

 

Dust Control: 

 Dust control must meet current EPA visible emission standards  X  

 

Engine and Frame: 

 Engine shall be mounted on a hinged saddle to permit belt tension  X  

 Air cooled gas engine shall be capable of producing 25HP   X   

 Engine shall have full flow oil filtration with an oil cooler   X   

 A dual element air cleaner shall be installed on engine with an air  

restriction indicator       X       

 There shall be two axles attached to either side of the frame assembly 

in line with the cutter head, with pneumatic tires and tapered bearings  X  

Cutter Head: 

 Shall be mounted on a driveshaft having a minimum diameter of 1.75”  X  

 Cutter head shaft shall be mounted with two self-aligning bearings  X  

 Cutter head shall accommodate a minimum of six – eight tooth carbide 

tipped cutters, which shall be equally spaced and revolve on hardened 

pins that permits the use of spacers      X     

 By arranging the spacers, the cut width can be varied from ½ inch to 

two inches wide        X       

 Cutter head shall be housed in a steel housing capable of  containing 

the cutter assembly and covering 80% of the total cutter assemblies 

surface area        X      

  

 Cutter head shall be driven by twin matched v-belts covered by a  

removable metal guard ventilated to prevent upward suction of  

pavement debris        X       

 Cutter head and it’s protective housing shall be able to raise and lower 

a minimum of four inches by means of an electric lineal actuator 

operated by a fingertip control switch mounted on the operator handle  X 

 

Clutch: 

 An electric clutch shall be mounted in such a manner as to stop the cutter X 

head on demand without stopping engine     

 The clutch switch shall be located on the handle in order to facilitate 

easy access by the operator      X      

 

Blower: 

 Shall have a CFM rating of 344      X     

 

Large Particle Dust Collection Bin: 

 Bin shall be designed to hold 438 cubic inches of particles before 

needing to be emptied and shall include a quick release system to 

easily remove and re-install      X      
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Dust Collection Bag: 

 Dust collection bag shall be a 16oz polyester felt filter bag with a 

heavy duty zipper        X       

 Dust collection bag shall include a quick release system to easily 

remove, empty, and re-install the dust collection bag    X   

 

Cutter Head Dust Shroud: 

 Cutter head dust shroud shall be designed to extend from the bottom edge 

of the router housing to the pavement below, and be able to adjust with 

the different cutting depths      X      

 Cutter head dust shroud shall be attached to router using a quick release 

system that simplifies the process of adding and removing shroud  X  

 Internally the cutter head dust shroud shall have a stationary screen to 

stop large chunks of pavement to enter the air flow    X    

 Externally the cutter head dust shroud shall be made up of a series of 

brushes to reduce dust from leaving the cutter head dust shroud.  These 

brushes shall be easily removed and replaced as normal day to day 

wear occurs        X 

 

        

 There shall be a storage location on the cyclone assembly to store the 

cutter head dust shroud overnight and during long periods of non-use 

of the pavement router       X       

 

Carbide Skid Plate: 

 Shall be equipped with a replaceable carbide skid plate mounted at the 

rear of the cutter head housing in order to facilitate stopping of the unit, 

control speed, and increase crack tracking accuracy    X    

 

Battery: 

 The unit shall be equipped with a 12-volt battery capable of starting the  

engine and operating the clutch and actuator     X    

 Battery shall be housed in a fully enclosed box that is heavy duty and 

weather resistant        X       

 

Fuel Tank: 

 The unit shall be equipped with a minimum of a 6 gallon gasoline tank  X 

 The tank shall be safely strapped to the frame and shielded by means 

of a metal guard that protects the front and corners of the tank   X  

 The tank shall be made of unbreakable, shatterproof, non-metallic 

materials        X      

  

 

Cutters: 

 The unit shall be supplied with pins, spacers, and a complete set of 

carbide cutters        X      

  

 A depth control gauge shall be supplied to limit routing depth to 2”  X  

 

Training: 

 An authorized, factory-trained representative will be made available 

for “on the job” training at a location designated the Waupaca County  X  

 

 

Manuals 

 Provide parts manuals-printed or electronic     X  Printed     

 Provide complete diagnostic and complete overhaul manuals- 

Printed or electronic       X  Printed    

          

 Provide operators manual       X       
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Standard Warranty 

 The manufacturer shall warranty the equipment against defects for a 

minimum of one year and must be furnished in writing or in printed 

material         X      

  

 

Taxes 

 No Federal or State taxes are to be included in bid    X   

 

Delivery 

 Delivery date shall be determined by bidder and indicated later on this 

form. The County may make a decision based on cost, parts availability, 

service, and timeliness of delivery      X      

 

Performance Bond 

 The successful bidder will be required to deposit a certified check or a 

 performance Bond equal to ten (10) percent of the net bid, Payable to 

 Waupaca County Highway Department to guarantee delivery date and 

 equipment “as proposed” as specified in bid.  Certified Check or  

Performance Bond is to be forfeited to  

Waupaca County Highway Department if delivery date or proposed 

 specifications are not met       X       

 

       

      Vendor:    Sherwin Industries    

      Location:   Milwaukee 

 

      Make:    Crafco 

      Model:    30 w/Dust Control 

      Year:    2017 

 

Specify Standard Warrenty   Engine: 

      Emissions: 

      Machine:   1 yr 

      Other: 

 

     Delivery Date:    30-45 Days ARO 

 

     Proposed Price:    $16,450 

 

 

 

 

 

 


